AIPHONE

RCOM WITH 7-INCH DISPLAY JOserieS



Large Screen. Stylish Design.

AIPHONE JC-1MD
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3.5—inch

screen

See the bigger picture!

View more on wide screen display.

The big screen enhances security by delivering high quality
images on a large area.
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Screen image is simulated. Actual images may vary.



Fasy to Use. S| MDYl 2

Contemporary design adds beauty and functionality to interiors.

Intercom features modern touch controls creating a sleek and stylish design to complement homes and offices.

Slim design
2Tmm

Easy to use touch buttons!
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jx ))) Talk/off button .—0 Door release button
ﬂ))) Volume control button @ Monitor button D Option button

Screen brightness control button
The JO Series is equipped with an advanced light adjustment feature to compensate for varying light levels.

. "H Day time with strong backlight . Night time with low light
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UNIT DIMENSIONS (mm) N BaEY
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IER-2 PS-18205/PS-1820UL JO-DA or JO-DV or JO-DVF 50m 150m
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=1 Optional call
@ extension speaker JOS-1A : JO-1MD & JO-DA
JOS-1V - JO-1MD & JO-DV
JOS-1F : JO-1MD & JO-DVF
MOUNTING POSITIC SPECIFICATIONS
[Vertically] [Horizontally] Room station (JO-1MD/JO-1FD) Door station
Approx.175ecm Power supply DC 18V (use PS-1820S / PS-1820UL) Electrical box 3-gang box Operating temperature -10 - 60°C
P 55ctn .  Unit LLLLLLLLLLLGLLILLLLLLLLL, Current consumption JO-TMD : 440 mA JO-1FD : 460 mA Material Flame resistant ABS resin Weight JO-DA : Approx. 190g
V)L Saied o oS \I\SOcm Communication Hands free / PTT Color White JO-DV : Approx. 650g
Approx.120cm 145em ! D ! Ambient temperature 0-40°C Weight JO-1MD : Approx. 360g JO-DVF : Approx. 580g
3 Pyererer: 5t 3 Monits)r 7-inch color LCD monitor JO-1FD : Approx. 360g fltlj%r_ns\t.;pt bAe;)c:r:;)x450g
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